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COPPER WIRE
TYPE THWN THERMOPLASTIC POLYVINYL CHLORIDE

Thermoplastic Insulated Type THWN Building Wire shall bear Underwriters Laboratories label of approval and shall
meet all requirements of UL 83, Thermoplastic-Insulated Wires, and ASTM D2220, Vinyl Chloride Plastic Insulation for Wire
and Cable, 75 C Operation.
Conductors shall be soft annealed copper meeting the requirements of ASTM B3.
Polyvinyl Chloride Insulating Compound shall be free from pores, splinters, and other inhomogeneities visible to the
unaided eye.
Packaging.  Type THWN wire shall be packaged in 500-foot spools unless otherwise specified on the purchase request.
Reference Specifications:  UL 83; ASTM D2220, ASTM B3, latest revisions
Stock Unit:  FT

Stock
Number Size Strand Color
612215 14 Solid Black
612217 14 Solid White
612218 14 Solid Green

612219 12 Solid Gray with
Black Tracer

612220 12 Solid Black
612221 12 Solid Brown
612222 12 Solid White

010382 12 Solid White with
Black Tracer

612223 12 Solid Gray
612224 12 Solid Red
612225 12 Solid Blue
612226 12 Solid Green
612227 12 Solid Yellow
612228 12 Solid Orange
612229 12 Solid Purple
612230 12 19-Str. Black
612232 12 19-Str. White
612233 12 19-Str. Red
612234 12 19-Str. Blue

612250 10 Solid Black
612252 10 Solid White
612272 10 19-Str. White

Stock
Number Size Strand Color
612254 10 Solid Red
612255 10 Solid Blue
612256 10 Solid Green
612260 10 19-Str. Black
612274 10 19-Str. Red
612275 10 19-Str. Blue

612276 8 19-Str. Black
612277 8 19-Str. Green
612278 8 19-Str. White
612279 8 19-Str. Red
612280 8 19-Str. Blue

612282 6 19-Str. Black
612284 6 19-Str. White
612286 6 19-Str. Red
612287 6 19-Str. Blue
612288 6 19-Str. Green

612298 4 19-Str. Black
612300 4 19-Str. White
612302 4 19-Str. Red
612304 4 19-Str. Blue
612306 4 19-Str. Green
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